
Screwdrivers for Terminal Blocks

Description Part No. A (mm) B (mm) C (mm)

Insulated Screwdrivers W900837 0.4 2.5 80
W900838 0.5 3.0 100
W900839 0.6 3.5 100
W900840 0.8 4.0 100
W900841 1.0 5.5 125

KIT for Insulated Screwdrivers (3) W900844 
(includes one of each:  W900838, W900839, W900840)

Non-Insulated Screwdrivers W900832 0.5 3.0 80
W900833 0.6 3.5 100
W900834 0.8 4.0 100

KIT for Non-Insulated Screwdrivers (3) W900836 
(includes one of each: W900832, W900833, W900834)

Insulated Phillips Screwdriver W900858 (100 mm)

Non-Insulated Phillips Screwdriver W900857 (80 mm)

American
Electrical, Inc.

Industrial Electrical Accessories
425 Southlake Blvd.  •  Suite 9-B  •  Richmond, VA  23236  •  (804) 379-2899  •  Fax:  (804) 379-8935

Ha1030 Steel Tip
Provides Maximum
Blade Strength

Insulation Sleeve
Provides Isolation

up to 10,000 V

Impact Resistant Material
used to Provide 

Long Lasting use

Ergonomic handle Provides Proper
Tightening Torque

BA C

Approvals:  DIN - VDE 0680/2, ISO, IEC 900, EN 60900


