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CONFIGURATION LEVEL: In work
         

NOTICE - These drawings, specifications, or other data (1) are, and remain the
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TITLE 
  ASSEMBLY MCX,JACK
  EDGE MOUNT

DATEAPPROVED

Amphenol RF
 

www.amphenolrf.com  
DATE
22-Nov-10

ENGINEER
KARTHIK R

MATERIAL
     
     SEE NOTES

DATE
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DRAWN
KARTHIK R

FINISH

DRAWING NO.919-246J-51S

ITEM NO.MCX625100-013-3GT30G-50

PART NO.919-246J-51S  

NOTES: 
1.  MATERIALS AND FINISHES
     BODY - BRASS, GOLD PLATING
     CONTACT - BERYLLIUM COPPER, GOLD PLATING 
     INSULATOR - PTFE 
 
2.  ELECTRICAL: 
     A. IMPEDANCE:  50 OHM
     B. FREQUENCY RANGE:  DC-2.6 GHz
 
3.  MECHANICAL:
     A. DURABILITY: 500 CYCLES MIN.
     B. TEMPERATURE RANGE:-65 �$C TO +165�$C
 
4.  PACKAGING:
     A. QUANTITY:  SINGLE PACK
     B. MARKING:  BAG TO BE MARKED 
        "AMPHENOLRF, 919-246J-51S AND DATE CODE"
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INTERFACE PER
CECC 22000

SERIES: MCX, JACK 50 OHM
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