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PECIFICATION THIS DOCUMENT CONTAINS DAT-A PROPRIETARY TO REVISION HISTORY
SPECIFICATIONS e BESCRIPTION DATE [APPROVED
PARAMETERS VALUES UNITS WRITTEN PERMISSION OF PROJECTS UNLIMITED, - RELEASED FROM ENGINEERING 2/23/17
RATED INPUT POWER 2 W 2003, Projects Unlimited Inc.
MAX INPUT POWER 2.5 w
IMPEDANCE 8+15% OHM
OUTPUT SPL @ 1W/0.5M 80+ 3 dBA
(AT 0.8, 1.0, 1.2, 1.5 kHz) B
DISTORTION (MAX.) 5% -
RESONANT FREQUENCY 420 + 20% Hz
FREQUENCY RANGE Fo ~ 20,000 Hz
HOUSING MATERIAL ABS -
CONE MATERIAL PPE -
MAGNET MATERIAL NdFeB -
OPERATING TEMPERATURE -45 ~ +85 °C
~—20+0.3—
WEIGHT 27 grams
2*@2.4+ 0.2
¢ 150+ 5 |f
E 53.85+ 0.3
45+ 0.3
Bssssss% ér;ssé 8.3+0.2
UL3302 AWG26
17.6+ 0.3
36+0.3 3
NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETERS. :
UNLES?,SE g;ll-lggwm De5|gned by Date Checked by Date Approved by Date Drawn Date
2. SPECIFICATIONS SUBJECT TO CHANGE OR WITHDRAWL ' SIZE 2/23/2017 2/23/2017 2/23/2017 | 2/23/2017
WITHOUT NOTICE. DIM;?LT%S?;SE IN
|ASEO4508MR LW150-WP-R
3. PART IS IP65 RATED. ARE +0.5 AND
ANGLES ARE #3°. Udlo . Edition Sheet
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4. THIS PART IS RoHS 2011/65/EU COMPLIANT.
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