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     Product Revision Product Dimensions Cable Dimensions 
     Product Name   L  

max 
E  

min 
øA  
min 

øB  
min 

øD  
min 

øD  
max 

D-108-06  F 127 
(5.0) 

73 
(2.875) 

8.9 
(0.350) 

7.5 
(0.295) 

4.5 
(0.175) 

7.5 
(0.295) 

D-108-07 E 127 
(5.0) 

74 
(2.915) 

10.2 
(0.400) 

8.8 
(0.345) 

5 
(0.200) 

8.8 
(0.345) 

D-108-08 E 131 
(5.150) 

74 
(2.915) 

12.7 
(0.500) 

11.3 
(0.445) 

7 
(0.275) 

11.3 
(0.445) 

 
MATERIALS 
1. INSULATION SLEEVE: Heat-shrinkable, transparent blue, radiation cross-linked modified polyvinylidene fluoride 
2. SOLDER PREFORM WITH FLUX: 
    SOLDER:     TYPE  Sn96 per ANSI-J-STD-006. 
    FLUX:          TYPE  ROM1 per ANSI-J-STD-004. 
3. MELTABLE INSERT: Meltable thermoplastic. Color: clear. 
 
APPLICATION 
1. These parts are designed to attach an overshield to butt spliced shielded cables.  
2. Temperature range: -55°C to +150°C.  
 
Cable dimensions: see table. 

 
 
 
 
 
 
 
 

 
 
 
* A trademark of Raychem Corporation. 

 


