NOTES:

1.0 ELECTRICAL SPECIFICATIONS:
1.1 FREQUENCY RANGE: DC to 4.0 GHz
1.2 ATTENUATION VALUES AND ACCURACY
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1.2.1 0 dB +0.3 dB
1.2.2 1 to 10 dB +0.3 dB
1.2.3 11 to 20 dB 0.5 dB Qo ™M
1.2.4 21 to 40 dB +1.0 dB ==
1.2.5 41 to 60 dB +1.5 dB E_E S O
1.3 VSWR: 1.07 + .015f (GHz) .3% I13IA. ] | <t .
2.0 MAXIMUM INPUT POWER: (9-1) — |
2 WATTS AVERAGE AT +25°C DERATED LINEARLY — O
TO 0.5 WATTS AT +125C < 0O
3.0 OPERATING TEMPERATURE RANGE: —65°C TO +125°C
4.0 MARKING: MARK UNIT AS SHOWN
(REF.: INK—03804-27-01)
5.0 DImELTI?/II(E)_Il\_IESRISN PARENTHESIS ARE IN SMA FEMALE CONN. DIM A
: PER MIL—PRF-39012
21 to 60 dB 1.49(37.8)
0 to 20 dB 1.20(30.5)
ATTENUATION VALUE DIM A
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