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AD OO TR DESCRIPTION DATE DWN | APVD
POWER PIN BASE: BRASS. y
CONTACT SPRING: BERYLLIUM COPPER. REV PER FC 0127030205 18bECOS | BC | 65
RETENTION RING: BERYLLIUM COPPER. A1 | REVISED PER ECO-09-024927 10NOV09 | KK |AEG
B | ECR-10-019054 15SEP10 | DP MQW
GENERAL PLATING SPECIFICATION: UNDERPLATING
(ENTIRE CONTACT): 1.27um MIN NICKEL AND ACTION D
PIN: O.5um MIN TIN.
FOR PLATING OF MATING SURFACES SEE APPLICABLE
SPECIFICATION REFERENCE FOR EACH DASH NUMBER.
CONFORMS TO ALL TESTING ACCORDING TO IEC 610/6—4—101
PERFORMANCE LEVEL 2.
CONFORMS TO ALL TESTING ACCORDING TO IEC 610/6—4—-101
PERFORMANCE LEVEL 1.
RECOMMENDED PLATED THROUGH HOLE DIMENSIONS: DRILLED HOLE IS I
05.19-3.25, COPPER THICKNESS 25um MIN, TIN THICKNESS
Sum MIN FOR A FINISHED HOLE SIZE OF ©3.02—-3.20.
OBSOLETE PARTS: OBSOLETE CIS STREAMLINING PER D.RENAUD/D.SINISI
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